
Hand Grenade, 
Smoke, KM8
The HC Smoke Hand Grenade KM8 is a burning type grenade 

used to generate white smoke for screening activities of 

small units. It is also used for ground-to air signaling.

Body material Sheet metal

Weight 710g

Length 146mm

Color Light green w/black markings

Fuze KM201A1, Pyrotechnic delay - igniting

Delay time 0.7 ~ 2.0sec.

Safety device Pull ring and safety pin

Explosive Filler HC (type C), 480g

Emission time of smoke 90 ~ 135sec.

Packing 16 grenades in wooden box

Packing Drum 18kg

U.N. Number 0303

IMDG code 1.4G

Hand Grenade, 
Smoke, KM18
Colored Smoke Hand Grenade KM18 is used for 

ground-to- air or ground - to - ground signaling.

Body material Sheet metal

Weight 520g

Length 146mm

Color Light green w/black markings

Fuze KM201A1, Pyrotechnic delay - igniting

Delay time 0.7 ~ 2.0sec.

Safety device Pull ring and safety pin

Explosive Filler Smoke composition, 230g

Emission time 
of smoke

50 ~ 90sec.

Packing 16 grenades in wooden box

Packing Drum 16kg

U.N. Number 0303

IMDG code 1.4G

Hand Grenades


